
6' MIN. 

(SEE NOTE 8) 

10 LF OF PAVED 
DRIVEWAY REQUIRED 

I 
3f8• EXPANSKlN JOINT (TYP.) 

(SEE Sr PlAN 102) 

10% DIFFERENCE IN SLOPE MAX.-

BID ITEM (INCLUDES SIDEWALK RAMPS) 

VARIES (SEE NOTE 7 

CONSTRUCTION JOINT 
SEE NOTE 1 

318. CONTRACTION JOINT (TYP.) 
(SEE STD. PLAN 102) 

PLAN VIEW 

SEE NOTE 5 

VARIES 

(SEE NOTE 10) 

SEcnoN 0 

6' MIN. 

(SEE NOTE8) 

CEMENl CONCRETE 
CURB & GUnER 

(SEE NOTE 3) 

B.J% MAX. SEE NOTE 8 (TYP). 

318• EXPANSKJN JOINT (TYP.) 
(SEE STD. PLAN 102) 

DEPRESSED CURB & GUTTER -
(SEE NOTE :1) 

SITIVE SLOPE (SLOPE SHOWN EXAGGERATED) 

DRIVEWAY WI RELATIVE 
NEGATIVE SLOPE (SLOP 

SHOWN EXAGGERATED) 

CEMENT 
CONCRETE 
SIDEWALK 

PUBLIC WORKS 
DEPARTMENT 

CEMENT CONCRETE 
CURB & GUTIER 
(SEE NOTE3) 

For NOTES see STD. PLAN 104.2 

CEMENT CONCRETE DRIVEWAY 
ENTRANCE - TYPE R1 

STD. PLAN - 104.1 

Gregg Zimmerman, Public Works Administrator 


